Mastco’s PTFE Labware is inert
and usable to 280° C unless
otherwise stated.

Isostatic molding provides
premium and consistent
quality products.

Advantages of isostatic molding
include improved density, less
voids and no pressure decay.

These advantages are normally

achieved at a reduced cost
since there is minimal
machined waste.

Isostatic molding is the

We use only pure virgin PTFE
direct from the manufacturer.

All dimensions are in
millimeters (mm) unless
otherwise stated.

In the interests of product improvement we reserve

the right to change specifications without notice.

PTFE - Polytetrafluoroethylene.

© 1999 All rights reserved. No part of this publication

may be reproduced by any means without prior
permission of Mastco Inc.
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SOLUTIONS BACKED BY QUALITY!

Serving the needs of all industries ...

- Biomedical

- Bioresearch

« Combinatorial Chemistry
« Flow and Level Metering
- Laboratories

- Pharmaceutical

« Semi-Conductor
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Adapters & Clamhsn;.

_onnectors Stoppers & Funnels
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STIRRER BAR MAGNETS

comprehensive range of
vailable on the market today.

or Rare Earth permanent

Isostatically encapsulating

CARE OF STIRRER MAGNETS - To prevent
demagnetization, stirring bars using Alnico Magnets
should not be stored in random mass but paired.
Avoid dropping stirrer bar magnets on hard surfaces.

MICRO CYLINDRICAL PLAIN
For small container usage. Smooth round profile, a popular Similar action to cylindrical but gives
all-purpose stirrer for a wide more turbulence at low speeds.
Ref No. L @ variety of applications.
SBM0202MIC 2 2 Ref No. L %)
SBM0303MIC 3 3 Ref No. L [4] SBM1006PLA 10 6
SBM0502MIC 5 2 SBM0603CYL 6 3 SBM12045PLA 12 4.5
SBMO0603MIC 6 3 SBM0803CYL 8 3 SBM1308PLA 13 8
SBMO0702MIC 7 2 SBM1006CYL 10 6 SBM15045PLA 15 4.5
SBM08015MIC 8 1.5 SBM12045CYL 12 4.5 SBM1506PLA 15 6
SBMO0803MIC 8 3 SBM1306CYL 13 6 SBM1508PLA 15 8
SBM1003MIC 10 3 SBM1307CYL 13 7 SBM2006PLA 20 6
SBM1303MIC 13 3 SBM1308CYL 13 8 SBM2007PLA 20 7
SBM15015MIC 15 1.5 SBM1310CYL 13 10 SBM2506PLA 25 6
SBM15045CYL 15 45 SBM2507PLA 25 7
SBM1506CYL 15 6 SBM2508PLA 25 8
SBM2006CYL 20 6 SBM2510PLA 25 10
SBM2007CYL 20 7 SBM3006PLA 30 6
SBM2008CYL 20 8 SBM3007PLA 30 7
SBM2505CYL 25 5 SBM3506PLA 35 6
SBM2506CYL 25 6 SBM3507PLA 35 7
SBM2508CYL 25 8 SBM3510PLA 35 10
. . : SBM2510CYL 25 10 SBM4007PLA 40 7
The dimensions of stirrer SBM3006GYL 30 6 SBMA008PLA 40 8
bars are NOMINAL and SBM3007CYL 30 7 SBM4508PLA 45 8
approximate by + 5% SBM3008CYL 30 8 SBM5007PLA 50 7
for length and + 10% SBM3506CYL 35 6 ggmggggﬁtﬁ gg 13
: SBM4007CYL 40 7
for diameter. SBM4008CYL 40 8 SBM5727PLA 57 27
SBM4508CYL 45 8 SBM6007PLA 60 7
SBM5008CYL 50 38 SBM600SPLA 60 8
SBM6010CYL 60 10 SBM6010PLA 60 10
SBM7010CYL 70 10 SBM6513PLA 65 13
SBM8010CYL 80 10 SBM7010PLA 70 10
SBM7513PLA 75 13
SBM8010PLA 80 10
WE MANUFACTURE CUSTOM PTFE ENCAPSULATED MAGNETS | | Soiioeartth 190 o
FOR EVERY APPLICATION. SEND US YOUR SPECIFICATIONS,
DRAWINGS OR SAMPLES FOR A QUOTE.

www.Mastco.net or info@mastco.net



_ STIRRER BAR MAGNETS

REMOVABLE RING PIVOT RING OCTAHEDRAL
Used as either Cylindrical or Pivot Used in containers with bases that are Provides similar action to Pivot
Ring type. slightly curved or uneven. Ring type.
Ref No. L %] Ref No. L %] Ref No. L %]
SBM1208RMR 12 8 SBMO803PVR 8 3 SBM13030TH 13 3
SBM2508RMR 25 8 SBM12045PVR 12 4.5 SBM13080TH 13 8
SBM3208RMR 32 8 SBM1206PVR 12 6 SBM13100TH 13 10
SBM3808RMR 38 8 SBM1308PVR 13 8 SBM15080TH 15 8
SBM3810RMR 38 10 SBM15045PVR 15 4.5 SBM15100TH 15 10
SBM4210RMR 42 10 SBM1508PVR 15 8 SBM22080TH 22 8
SBM5108RMR 51 8 SBM2006PVR 20 6 SBM22100TH 22 10
SBM5110RMR 51 10 SBM2506PVR 25 6 SBM25080TH 25 8
SBM7512RMR 75 12 SBM2510PVR 25 10 SBM25100TH 25 10
SBM10216RMR 102 16 SBM3006PVR 30 6 SBM28080TH 28 8
SBM12716RMR 127 16 SBM3506PVR 35 6 SBM35100TH 35 10
SBM15019RMR 150 19 SBM3510PVR 35 10 SBM38080TH 38 8
SBM4008PVR 40 8 SBM38100TH 38 10
SBM4508PVR 45 8 SBM38130TH 38 13
SBM5008PVR 50 8 SBM41080TH 41 8
SBM5010PVR 50 10 SBM48100TH 48 10
SBM5724PVR 57 24 SBM51080TH 51 8
SBM6010PVR 60 10 SBM51100TH 51 10
SBM6513PVR 65 13 SBM64080TH 64 8
SBM7010PVR 70 10 SBM64100TH 64 10
SBM7513PVR 75 13 SBM75130TH 75 13
SBM10824PVR 108 24
SBM15924PVR 159 24

OVAL
Used in round bottomed flasks.
Ref No. L [%]
SBM10050VL 10 5
SBM15060VL 15 6
SBM20100VL 20 10 TAPERED
SBM25100VL 25 10 Provides similar action to Oval/Pivot
SBM25120VL 25 12 Ring types.
SBM30100VL 30 10
SBM30160VL 30 16
SBM35130VL 35 13 CROSS z;f,v:\igo ATAD 1L0 ®4
SBM35160VL 35 16 Popular all purpose stirrer. SBM1505TAP 15 5
SBM40130VL 40 13
SBM40200VL 40 20 Ref No. %) ggmggg;xg ig ;
SBM50170VL 50 17 SBM1010CRO 10 SBM3008TAP 30 8
SBM50200VL 50 20 SBM2020CRO 20 SBM3508TAP 35 8
SBM64200VL 64 20 SBM2525CRO 25 SBM4008TAP 40 3
SBM70200VL 70 20 SBM3030CRO 30 SBMA4508TAP 45 3
SBM70250VL 70 25 SBM3838CRO 38 SBM5008TAP 50 8
SBM70270VL 70 27 SBM5508TAP 55 3
SBM6008TAP 60 8
SBM7010TAP 70 10
SBM8010TAP 80 10

www.Mastco.net or info@mastco.net



STIRRER BAR MAGNETS

TRIANGULAR TRIANGLE WITH RIB SQUARE
Used for dissolving solids and Provides excellent turbulence at all Used for low speed applications.
mixing sgdlmen_ts because of the speeds. ReT NG T =
scraper-like action.
Ref No. L [7] SBM1204SQU 12 4

Ref No. L %] SBM1206TRR 12 6 SBM25055SQU 25 5.5
SBM1206TRI 12 6 SBM2508TRR 25 8 SBM35065QU 35 6
SBM2008TRI 20 8 SBM3509TRR 35 9 SBM50075SQU 50 75
SBM2508TRI 25 8 SBM5012TRR 50 12

SBM2514TRI 25 14 SBM8018TRR 80 18

SBM3509TRI 35 9

SBM4014TRI 40 14

SBM5012TRI 50 12

SBM5514TRI 55 14

SBM8018TRI 80 18

SBM11036TRI 110 36

SBM13636TRI 136 36

DISC
Used in tubes.

CROSSHEAD
Designed for use with tube-like Ref No. H [7]
containers. Popular all purpose stirrer. SBMO0609DIS 6 9
SBM0610DIS 6 10
DOUBLE SBM1020DIS 10 20
GLASS COVERED Ref No. H a SBM1230DIS 12 30
SBM0810CHD 8 10
p— R — SEMLLITCHD 1317
SEM12086L6 122 SBM1S22CHD 15 22
SBM2506GLC 25 5 SBM1230CHD 12 30
SBM4508GLC 45 5 SBM1235CHD 12 35
SBM1560CHD 15 60
SINGLE
Ref No. H 7]
SBMO0810CHS 8 10
SBM1214CHS 12 14
SPHERICAL
SBM1317CHS 13 17 o
SBM1525CHS 15 25 U.se.d for tubes and special interest
SBM1740CHS 17 40 stirring.
SBM1760CHS 17 60 B =
TUBE SBM1212SPH 12
Used with 10mm standard cuvettes.
Ref No. H
omocosToR 6 ‘j If you need custom PTFE products - call Mastco!

www.Mastco.net or info@mastco.net



COLOR CODED

Used for identification. Note: Colored
PTFE coatings are not as inert as
pure PTFE.

RETRIEVERS
I 00
-

RARE EARTH RETRIEVERS

- STIRRER BAR MAGNETS

COLORED OCTAHEDRAL COLORED MICRO

Ref No. L %) Ref No. L %]

SBM1308CO_ 13 8 SBM0202CM_ 2 2

SBM1508CO_ 15 8 SBMO0303CM_ 3 3

SBM2208CO_ 22 8 SBMO0502CM_ 5 2

SBM2508CO_ 25 8 SBMO0603CM_ 6 3

SBM3808CO_ 38 8 SBM0702CM_ 7 2

SBM5108CO_ 51 8 SBM08015CM_ 8 1.5

SBM7513CO_ 75 13 SBMO803CM_ 8 3

Please use "R" = Red, "B" = Blue, OR "Y" = Yellow SBM1003CM_ 10 3

for the last letter In the reference number which will SBM1303CM 13 3

indicate your color stirrer bar. SBM15015CM 15 1.5
Please use "R" = Red, "B" = Blue, OR "Y" = Yellow
for the last letter In the reference number which will
indicate your color stirrer bar.

ELLIPTICAL RARE EARTH

PTFE
Ref No. L %]
SBM15010RPT 150 10
SBM25010RPT 250 10
SBM35010RPT 350 10

POLYPROPYLENE
Ref No. L (%)
SBM30010RPP 300 10
SBM35010RPP 350 10
SBM45010RPP 450 10

Ref No. L %)
SBM15010RER 150 10
SBM25010RER 250 10
SBM35010RER 350 10

MAGNETS

Ref No. L %)
SBM1006REM 10 6
SBM1510REM 15 10
SBM2514REM 25 14
SBM5024REM 50 24
SBM7028REM 70 28

www.Mastco.net or info@mastco.net

RARE EAR

SAMARIUM - COB
SUPER POW
STIRRER B

Exceptional strength couple
with almost total resistance
demagnetization. Identified
carbon black spot.

Custom Rare Earth encapsul
magnets are avail

Send your specificatio
drawings fora g



CONTAINERS

BOTTLES
Isostatically molded with heavy wall construction and smooth internal finish.
Includes screw cap.

Ref No. ml H (%) Mouth @
CON2716BOT 1 27 16 10
CON3420BOT 3 34 20 10
CON3522BOT 5 35 22 10
CON5026BOT 10 50 26 12
CON6133BOT 25 61 33 19
CON7643BOT 50 76 43 25
CON8852BOT 100 88 52 35
CON9060BOT 150 90 60 35
CON11567BOT 250 115 67 42
CON15080BOT 500 150 80 52
CON185100BOT 1000 185 100 57
CON240120BOT 2000 240 120 60

JARS
Isostatically molded with heavy wall construction and smooth internal finish.
Includes screw cap and is stackable.

Ref No. ml H Cap @
CON3434JAR 15 34 34
CONG6234JAR 30 62 34
CON4660JAR 60 46 60
CON6272JAR 120 62 72
CON10072JAR 240 100 72
CON9590JAR 360 95 90
CON12590JAR 480 125 90
CON160110JAR 1000 160 110
CON260134JAR 2200 260 134
Ref No. ml H %]

CON1813BEK 1 18 13

CON2620BEK 5 26 20

CONS3324BEK 10 33 24

CON4732BEK 25 47 32

CONG6043BEK 50 60 43

CONG6854BEK 100 68 54
CONG959BEK 150 69 59
CON9766BEK 250 97 66
CON10680BEK 400 106 80

CON12580BEK 500 125 80 BEAKER COVERS
CON12590BEK 600 125 90 _
CON155100BEK 1000 155 100 Ref No. L Fits Beaker
CON210120BEK 2000 210 120 CON2020BKC 20 1ml
CON280170BEK 5000 280 170 CON3030BKC 30 5-10 ml
CON4040BKC 40 25 ml
CON5050BKC 50 50 ml
CONG6565BKC 65 100 ml
BEAKERS ' CON7575BKC 75 150 ml
Isostatically molded with smooth CONBS0SOBKC 80 250 ml

internal finish. Base is machined
flat for good heat transfer.

CON100100BKC 100 400-500 ml
CON125125BKC 125 600-1000 ml
CON150150BKC 150 2000 ml

premium and

www.Mastco.net or info@mastco.net



CONTAINERS

EVAPORATING DISHES
Smooth internal finish.

TALL FORM WITH SPOUT

R T CENTRIFUGE - TEST TUBES DROPPING BOTTLES - VIALS
CONB3438ETS o5 34 38 Smooth internal finish. Includes screw lid cap.

CONS064ETS 100 50 64 Ref No. mi H @ (0D) Ref No. m___ H @ (0D)
T — 150 43 78 CON10012TTR 8 100 12 CON8033DPB 25 80 33
CONS080ETS 180 50 80 CON10018TTR 18 100 18 CON10043DPB 50 100 43
CONS097ETS 250 50 97

CONG60100ETS 350 60 100

CONICAL BOTTOM VIALS
Ref No. ml H @ (OD) Ref No. ml H @ (OD)

F'-AfT FORM | CON11016TTC 13 110 16 CON6433VIA 25 64 33

Ref No. m__H @ CON12018TTC 15 120 18 CON7843VIA 50 78 43

CON2542EFF 25 25 42

CON2060EFF 50 20 60 ROUND BOTTOM WITH SCREW CAP

CON2880EFF 100 28 80 Ref No. mi H @ (OD)

CON4678EFF 180 46 78

CON10512TRC 8 105 12

CON55100EFF 350 55 100 CONLO518TRC 18 105 18

FLAT FORM WITH SPOUT

CONICAL BOTTOM WITH SCREW CAP

z(e;fNNlZ%EFs n;!5 ; (25 Ref No. m H__2(0D) 1
e e e — CON11516TCC 13 115 16

CON20102EFS 100 20 102 I

CON22130EFS 180 22 130
CON36132EFS 350 36 132
CON40136EFS 400 40 136

S
1

CRUCIBLES ' ' ik
Smooth internal finish. ! |
Ref No. m___H @ (0D) g s - e
: %?3-:.:;.?-?%._.-
CON1627CRU 5 16 27
CON2644CRU 25 26 44
CON4156CRU 75 41 56

www.Mastco.net or info@mastco.net



STIRRING EQUIPMENT g

Shaft Stirrers have arigid steel core and are encapsulated by our isostatic molding process.

SCREW PROPELLER
Ref No. Shaft @ L Rotor @ -D BLADES

STR30030SCP 6 300 30
STR40040SCP 6 400 40
STR50040SCP 6 500 40
STR55060SCP 9.5 550 60
STR65060SCP 9.5 650 60

STR65060SCPEX 9.5 650 (EX) 60
STR75060SCPEX 9.5 750 (EX) 60

ANCHOR
Ref No. Shaft @ L Rotor @
STR30080ANC 6 300 80 SHAFT ONLY (See STIRRER BLADES)
STR40080ANC 6 400 80
STR50080ANC 6 500 80 Ref No. Shaft @ L
STR550100ANC 9.5 550 100 STRO6300SHA 6 300
STR650100ANC 9.5 650 100| | STROBA0OSHA 6 400
STR550140ANC 9.5 550 140| | STROB500SHA 6 500

STR750140ANCEX 9.5 750 (EX) 140 STRO95650SHAEX 9.5 650 (EX)

STRO95750SHAEX 9.5 750 (EX

CENTRIFUGAL

Ref No. Shaft @ L Rotor @
STR30040CEN 6 300 40
STR40040CEN 6 400 40
STR50050CEN 6 500 50
STR55070CEN 9.5 550 70
STR65070CEN 9.5 650 70

STR65070CENEX 9.5 650 (EX) 70
STR75070CENEX 9.5 750 (EX) 70

TURBINE
Ref No. Shaftd L Rotor @ STIRRER BLADES (see SHAFTS)
STR30015TUR 6 300 15 Hole diameter is 6.5mm x 3.2mm.
STR40020TUR 6 400 20 SQUARE END
STR50030TUR 6 500 30 Ref No. W H
STR55030TUR 9.5 550 30 STR5214SBD 52 14
STR65040TUR 9.5 650 40 STR7619SBD 76 19
STR65040TUREX 9.5 650 (EX) 40 STRO028SED 9 o8
STR75040TUREX 9.5 750 (EX) 40
PLAIN END
EXPOSED SHAFTS (EX refNo. o .
) ( ) STR6525PBD 65 25
650 and 750mm stirrers are produced STR7525PBD 75 25
with stainless steel cores. Ends are STR10525PBD 105 25
exposed for more rigid clamping in STR12525PBD 125 25
the drive chuck. The exposed end STR15025PBD 150 25

is 50 x 6.5mm.

www.Mastco.net or info@mastco.net



STIRRING EQUIPMENT

STIRRER GUIDE

Used with 6 or 9.5mm diameter shaft stirrers. May be used with PTFE, glass or
stainless steel shafts and fits standard ground glass joints.

The guide operates at medium to high vacuum through a precision glass PTFE
seal and is virtually unbreakable.

“A” LENGTH CONE - USA

Ref No. Shaft @ Cone
STR1938ALC 6 19/38
STR2440ALC 6 24/40
STR2440ALCLS 9.5 24/40
STR2942ALC 9.5 29/42
STR3445ALC 9.5 34/45

“B” LENGTH CONE - EUROPE

Ref No. Shaft @ Cone
STR1926EUL 6 19/26
STR2429EUL 6 24/29
STR2429EULLS 9.5 24/29
STR2932EUL 9.5 29/32
STR3435EUL 9.5 34/35
REPLACEMENT SEALS
Ref No.
STRO101RPS

STIRRING RODS

The solid PTFE rod has a tapered
end. The steel core version can be
bent into a permanent shape.

STEEL CORE
Ref No. L %]
STR10006SCR 100 6
STR15006SCR 150 6
STR20006SCR 200 6
STR25006SCR 250 6
STR30006SCR 300 6
STR35006SCR 350 6
STR40006SCR 400 6
SOLID PTFE
Ref No. L %)
STR10008PTF 100 8
STR15008PTF 150 8
STR20008PTF 200 8
STR25008PTF 250 8
STR30008PTF 300 8

We custom manufacture PTFE products for all industries.
If you need custom, special, or unique products please send
us a drawing, specifications, or samples.

www.Mastco.net or info@mastco.net




PTFE VALVES AND CONNECTO

SCREW LOCKING SYSTEMS

Mastco’s range of valves and connectors allow the assembly of a wide
range of pipeline systems which are chemically inert and operate over a
wide temperature range. Wetted parts are pure PTFE, lock nuts are talc
filled polypropylene and grips are VITON.

Screw locking valves and connectors are for use with rigid or semi-rigid
tubing in Glass, PTFE, or FEP. This provides a system that will withstand
vacuum (10*mmHg) and pressure (4 Bar).

Lo

#;
s

Valves are not recommended for use in applications where rapid temperature
changes occur (20-30°C).

STRAIGHT THROUGH VALVE

Ref No. Tube OD Bore
VSL0602STV 6 2
VSL0803STV 8 3
VSL0804STV 8 4
VSL1206STV 12 6
VSL1408STV 14 8
VSL1410STV 14 10

T-TYPE VALVE STRAIGHT THROUGH CONNECTOR
Ref No. TubeOD Bore Ref No. Tube OD Bore
VSL0602TTV 6 2 VSL0602STC 6 2
VSL0803TTV 8 3 VSL0803STC 8 3
VSL0804TTV 8 4 VSL0804STC 8 4
VSL1206TTV 12 6 VSL1206STC 12 6
VSL1408TTV 14 8 VSL1408STC 14 8
VSL1410TTV 14 10 VSL1410STC 14 10

REDUCTION ADAPTER

JOINT CONNECTOR

RIGHT ANGLE CONNECTOR

Ref No. TubeOD Bore
VSLO602RAC 6 2
VSLO803RAC 8 3
VSLO0804RAC 8 4
VSL1206RAC 12 6
VSL1408RAC 14 8
VSL1410RAC 14 10

Ref No. Tube@ to Tube®@ Ref No. Tube @ Joint
VSLO608RDA 6 8 VSL0814JCN 8 NS14
VSLO0814RDA 8 14 VSL0819JCN 8 NS19

11
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T-TYPE CONNECTOR

Ref No. Tube OD Bore
VSL0602TTC 6 2
VSL0803TTC 8 3
VSL0804TTC 8 4
VSL1206TTC 12 6
VSL1408TTC 14 8
VSL1410TTC 14 10




FE VALVES AND CONNECTORS

BAYONET FITTING SYSTEMS

Valves and connectors with Bayonet
fittings are used with flexible tubing
in PTFE, VITON, silicone rubber or
similar materials.

Valves are not recommended for
use in applications where rapid
temperature changes occur.

T-TYPE VALVE STRAIGHT THROUGH VALVE

Ref No. Arm @ Bore Ref No. Arm @ Bore
VBF04502VTT 45 2 VBF04502VST 45 2
VBF06002VTT 6.0 2 VBF06002VST 6.0 2
VBF0O6803VTT 6.8 3 VBF06803VST 6.8 3
VBF0O8003VTT 8.0 3 VBF08003VST 8.0 3
VBF09004VTT 9.0 4 VBF09004VST 9.0 4
VBF1004VTT 10.0 4 VBF1004VST 10.0 4
VBF1105VTT 11.0 5 VBF1105VST 11.0 5

JOINT CONNECTOR

Ref No. Tube @ Joint
VBF0814CNJ 8 NS14
VBF1019CNJ 10 NS19

STRAIGHT THROUGH CONNECTOR RIGHT ANGLE CONNECTOR

Ref No. Arm @ Bore Ref No. Arm @ Bore
VBF04502CST 4.5 2 VBF04502CRA 4.5
VBF06002CST 6.0 2 VBF06002CRA 6.0

2
2

VBF06803CST 6.8 3 VBF06803CRA 6.8 3

VBF08003CST 8.0 3 VBF08003CRA 8.0 3

VBF09004CST 9.0 4 VBFO9004CRA 9.0 4

VBF1004CST 10.0 4 VBF1004CRA 10.0 4 REDUCTION ADAPTER

VBF1105CST 11.0 5 VBF1105CRA 11.0 5 Ref No. Arm@ to_Amg@
VBFO608ARD 6 8
VBF0810ARD 8 10

T-TYPE CONNECTOR 4-WAY CONNECTOR )1% ﬁ -
Ref No. Arm @ Bore Ref No. Arm @ Bore P 4 AT
VBF04502CTT 4.5 2 VBF04502WYC 4.5 2 : T [
VBF0O6002CTT 6.0 2 VBF06002WYC 6.0 2 e
VBF06803CTT 6.8 3 VBF06803WYC 6.8 3 i (2
VBF08003CTT 8.0 3 VBF08003WYC 8.0 3 g i
VBF09004CTT 9.0 4 VBF09004WYC 9.0 4 B 0
VBF1004CTT 10.0 4 VBF1004WYC 10.0 4 i u}i | i
VBF1105CTT 11.0 5 VBF1105WYC 11.0 5 o o e

www.Mastco.net or info@mastco.net
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13

This product has a medium vacuum-pressure performance rating. Stopcocks are used with burets and are available with
either glass or polypropylene tips. Features include a pure PTFE body and plug.

The Ultimate Laboratory Stopcock!

STRAIGHT THROUGH STOPCOCK T-TYPE STOPCOCK BURET STOPCOCK
Supplied with borosilicate glass sidearms. Supplied with borosilicate glass side arms.  Supplied with 8mm diameter sidearm in

borosilicate-B, or soda glass-S.

Ref No. Bore Arm & Ref No. Bore Arm @ Use suffix-B or -S in the reference
STC0208STS 2 8 STC0208TTS 2 8 number to indicate type.

STC0308STS 3 8 STCO308TTS 3 8 Bore is 2mm.

STCO0410STS 4 10 STCO0410TTS 4 10 Push-lock tip is polypropylene or glass.
STCO0614STS 6 14

STCO0814STS 8 14 STRAIGHT THROUGH TYPE
STC1014STS 10 14 Ref No.

STCO0208PB__ (Polypropylene Tip)
STC0208GB_(Glass Tip)

REPLACEMENT TIP
Ref No.

STCO101RTP (Polypropylene)
STC0102RTG (Glass)

Suitable for use in ovens. Temperature range is from cryogenic
to +250° C. Standard 180 X 60mm footprint.

Ref No. # Holes (%) H
TRKO0845TRK 27 8 45
TRK1360TRK 21 13 60
TRK1970TRK 10 19 70
TRK3080TRK 4 30 80

www.Mastco.net or info@mastco.net



BURETS

BURETS
e  Wetted parts are glass and PTFE only.
e Disassembled for cleaning is not required.
e Tips are push-lock type for easy replacement.

CLASS "B" CLEAR GLASS CLASS "B" SCHELLBACH
Short Line Graduations Short Line Graduations

Ref No. ml Ref No. ml

BUR1010GBB 10  complete - BUR1010SBS 10  complete -
BUR2525GBB 25  Straight Stopcock BUR2525SBS 25  straight Stopcock
BUR5050GBB 50 “ BUR5050SBS 50 “
BUR1010GBBGT 10 Glass Tube Only BUR1010SBSGT 10 Glass Tube Only
BUR2525GBBGT 25 “ BUR2525SBSGT 25 “
BUR5050GBBGT 50 “ BUR5050SBSGT 50 “
CLASS "AS" CLEAR GLASS CLASS "AS" SCHELLBACH

Main Point Full Ring Graduation Main Point Full Ring Graduation

Ref No. ml Ref No. ml

BUR1010GAS 10 Complete - BUR1010SAS 10 Complete -
BUR2525GAS 25  straight Stopcock BUR2525SAS 25  Sstraight Stopcock
BUR5050GAS 50 “ BUR5050SAS 50 “
BUR1010GASGT 10  Glass Tube Only BUR1010SASGT 10  Glass Tube Only
BUR2525GASGT 25 “ BUR2525SASGT 25 “
BURS5050GASGT 50 “ BURS5050SASGT 50 “

Please add an additional suffix “G”for Glass Tip
Please add an additional suffix “FC”for Filling Cone
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" SLEEVES FOR GLASS JOINTS

PTFE sleeves are inserted between standard ground glass joints to eliminate the use of grease and prevent sticking. Sleeves have a
wall thickness of about 0.05mm and will withstand low to medium vacuum.

FULL LENGTH "A" TYPE - USA MEDIUM LENGTH "B" TYPE - EUROPE
Ref No. Joint Ref No. Joint
SLVO725FLA 7125 SLV0716MLB 7/16
SLV1030FLA 10/30 SLV1019MLB 10/19
SLV1230FLA 12/30 SLV1221MLB 12/21
SLV1435FLA 14/35 SLV1423MLB 14/23
SLV1938FLA 19/38 SLV1926MLB 19/26
SLV2440FLA 24/40 SLV2429MLB 24/29
SLV2942FLA 29/42 SLV2932MLB 29/32
SLV3445FLA 34/45 SLV3435MLB 34/35
SLV4050FLA 40/50 SLV4038MLB 40/38
SLV4550FLA 45/50 SLV4540MLB 45/40
SLV5050FLA 50/50 SLV5042MLB 50/42
SLV5550FLA 55/50 SLV5544MLB 55/44
SLV6050FLA 60/50 SLV6046MLB 60/46

www.Mastco.net or info@mastco.net
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RIGID SLEEVES AND ADAPTEF

For lubrication-free, high vacuum seals using standard ground glass joints. Rigid sleeves and adapters will withstand high
vacuum - leakage rate less than 1 x 10* torr, litre, sec.™. High vacuum performance is obtained using transverse trapezoidal
sealing rings on the contacting surfaces. These rings compress on assembly to give liquid and gas tight seals.

RIGID SLEEVES

FULL LENGTH "A" TYPE - USA MEDIUM LENGTH "B" TYPE - EUROPE
Ref No. Joint Ref No. Joint
RGS1030FLA 10/30 RGS1019MLB 10/19
RGS1435FLA 14/35 RSG1423MLB 14/23
RGS1938FLA 19/38 RSG1926MLB 19/26
RGS2440FLA 24/40 RSG2429MLB 24/29
RGS2942FLA 29/42 RSG2932MLB 29/32
RGS3445FLA 34/45 RSG3435MLB 34/35

SPECIAL SIZES OF SLEEVES AND ADAPTERS

MANUFACTURED FOR YOUR SPECIFIC NEEDS

ADAPTERS
FULL LENGTH "A" TYPE - USA MEDIUM LENGTH "B" TYPE - EUROPE
Ref No. Socket Cone Ref No. Socket Cone
ADG1035FLA 10/30 14/35 ADG1023MLB 10/19 14/23
ADG1038FLA 10/30 19/38 ADG1026MLB 10/19 19/26
ADG1438FLA 14/35 19/38 ADG1426MLB 14/23 19/26
ADG1440FLA 14/35 24/40 ADG1429MLB 14/23 24/29
ADG1940FLA 19/38 24/40 ADG1929MLB 19/26 24/29
ADG1942FLA 19/38 29/42 ADG1932MLB 19/26 29/32
ADG1945FLA 19/38 34/45 ADG1935MLB 19/26 34/35
ADG2442FLA 24/40 29/42 ADG2432MLB 24/29 29/32
ADG2445FLA 24/40 34/45 ADG2435MLB 24/29 34/35
ADG2945FLA 29/42 34/45 ADG2935MLB 29/32 34/35
CONICAL -
Fits all standard taper conical joints *i s ? :
Ref No. Joint i LS
CLP1010CON 10/- D
CLP1212CON 12/-
CLP1414CON 14/-
CLP1919CON 19/-
CLP2424CON 24/-
CLP2929CON 29/-
CLP3434CON 34/-
CLP4040CON 40/-
CLP4545CON 45/-
Mastco’s encapsulated steel springs SPHERICAL
hold glass joints firmly in position. Ref No. Joint
Used to 250°C. CLP1213SPH 12-13
CLP1819SPH 18-19 —
CLP2829SPH 28-29 "‘-.
CLP3536SPH 35-36 \
CLP4041SPH 40-41 X
CLP5051SPH 50-51 o NS ——— 5
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BELLOWS CONNECTORS

Flexible bellows connectors are used to correct mis-alignment and relieve stress
in glassware assemblies. Connect directly to standard ground glass joints where
trapezoidal sealing rings give medium to high vacuum performance.

“A” LENGTH JOINTS - USA

Ref No. Socket Cone H

BELL1435ALJ 14/35 14/35 115
BELL1938ALJ 19/38 19/38 120
BELL2440ALJ 24/40 24/40 130
BELL2942ALJ 29/42 29/42 140
BELL3445ALJ 34/45 34/45 145

“B” LENGTH JOINTS - EUROPE

Ref No. Socket Cone H

BELL1423BLJ 14/23 14/23 90
BELL1432BLJ 14/23 29/32 110
BELL1926BLJ 19/26 19/26 100
BELL1929BLJ 19/26 24/29 105
BELL2429BLJ 24/29 24/29 110
BELL2932BLJ 29/32 29/32 115
BELL2935BLJ 29/32 34/35 120
BELL3435BLJ 34/35 34/35 120

Fits standard ground glass joints.
Trapezoidal seals give medium to high
vacuum performance.
“A” LENGTH CONE - USA “B” LENGTH CONE - EUROPE
Ref No. Joint H Ref No. Joint H
STP1030ALC 10/30 40 STP1019BLC 10/19 31
STP1435ALC 14/35 46 STP1423BLC 14/23 34
STP1938ALC 19/38 50 STP1926BLC 19/26 38
STP2440ALC 24/40 55 STP2429BLC 24/29 44
STP2942ALC 29/42 57 STP2932BLC 29/32 47
STP3445ALC 34/45 60 STP3435BLC 34/35 51
Smooth internal finish.
Ref No. %) Stem @ H
FUNO850FUN 30 8 50
FUN1085FUN 50 10 85
FUN1211FUN 70 12 110
FUN1417FUN 100 14 170
FUN1622FUN 150 16 220
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PrEN

TISSUE GRINDERS/HOMO.QEN

GLASS VESSEL PLUNGER - PLAIN

Ref No. ml Bore H Ref No. ml H
TGH0208GLV 2 8 120 TGHO0202PLP 2 230
TGHO0512GLV 5 12 135 TGHO505PLP 5 235
TGH1015GLV 10 15 150 TGH1010PLP 10 270
TGH1519GLV 15 19 155 TGH1515PLP 15 270
TGH3025GLV 30 25 175 TGH3030PLP 30 270
TGH5032GLV 50 32 195 TGH5050PLP 50 270

PLUNGER - SERRATED TIP

Ref No. ml H

TGHO0202STP 2 230
TGHO505STP 5 235
TGH1010STP 10 270
TGH1515STP 15 270
TGH3030STP 30 270
TGH5050STP 50 270

SAFETY REAGENT D

Threads fit a 30 mm screw neck bottle.

REAGENT DISPENSER

Ref No. Thread @
SRD3030RGD 30

THREAD ADAPTERS

Ref No. Thread @ W '_ ¢
SRD2525TDA 25 D TR |
SRD2828TDA 28 , A
SRD3232TDA 32 i
SRD3838TDA 38 i p
SRD4545TDA 45 i
i Y
\ D J
TWEEZERS
SHARP
Ref No. L
TWEO100SHP 100
TWEO0150SHP 150 o
TWE0200SHP 200 i . -

SQUARE M_
Q 7 =
Ref No. L F -

TWE0100SQU 100 o
TWE0150SQU 150 —
TWE0200SQU 200

17 www.Mastco.net or info@mastco.net



MICRO-TITRE PLATES

PTFE TITRE PLATES

THE KEY TO PROGRESS IN
TITRE PLATE TECHNOLOGY

= MOLECULAR BIOLOGY

= COMBINATORIAL CHEMISTRY
= CELL HARVESTING

= ARCHIVING

OPTIONS INCLUDE -

Deep, square and variable geometry wells
Filter wells

Wells with individual valves

Lids and sealing system STANDARD PLATES - 96 WELLS

Stackable system

Manufactured with round or square bottomed
distortion free cavities.

Custom quotes gladly provided.

Mastc_o e o o
Achieving the unimaginable in Ref No Well g1 ' W Denth
custom PTFE solutions MTPO6I4RND 64 127 8 14
SOUARE WELL
Ref No Well & ] AL Depth
MTP9614SQU 6.4 127 85 14

LADLES AND DIPPERS

Extendible screw-in shafts have a rigid steel core and are fully encapsulated in
PTFE. The basic unit consists of a container with a single 600mm (24") shaft.
Screw-in shaft lengths, 600mm (24") are available separately.

Ref No. ml fl. 0z. Body @
LADO0354DIP 100 3 54
LADO866DIP 250 8 66
LAD1780DIP 500 17 80
LAD3410DIP 1000 34 100

SHAET ONILY
Ref No |

LADOG00SLD 600 (24"

10ml capacity sampler-ladle.
SAMPLER LADLE

Ref No ml cap

LAD1010SML 10

. 18
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